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Ms. Lisa Thurman
Occidental Chemicals Company
P.O. Box 12283
Wichita, KS 67277

Dear Ms. Thurman:

Occidental Chemicals (OCC) Letter to EPA letter dated December 20,2007.
RCRA ID #KSDOO7482O29

The Environmental Protection Agency (EPA) has reviewed your January 24,2008letter
which is in response to the EPA letter dated, December 06,)007 concerning the asbestos surface

impoundment solid waste management unit (SWMU).

General Comments:

EPA provided comments and requested information regarding the asbestos surface

impoundment SWMU in EPA letters dated December 06,2007 and August 10,2007.
OCC's response letters continue to omit much of the information that both EPA and

KDHE have previously requested. Examples of additional information that has been

requested and is still missing is a surface impoundment location map or figure which is in
relation to other facility structures, boundary dimensions, depth, thickness of concrete

cap, sampling data to show that delineation has been properly conducted, etc. OCC must

provide this information in the revised Asbestos Surface Impoundment SWMU
document.

Specific Copments:

1. Discovery of Asbestos Surface Impoundment. The closure document indicates that

asbestos was detected during routine maintenance activities; however, no date is provided

for the discovery of the asbestos surface impoundment. The closure document should be

revised to include the date of discovery of the asbestos surface impoundment.
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8 Attachment 2: Engineering Drawings. Section 9 on drawing3-l-2-15640 of the
engineering as-built drawings shows a concrete wall that appears to extend above the
elevation of the concrete cap, with the concrete cap sloping toward the wall. Surface
water runoffis directed toward the concrete wall; however, no provisions are shown for
the stormwater that would collect behind the wall. No drainage structures are detailed in
the engineering as-built drawings. The drawings should be modified to address the
locations and sizes of drainage structures throughout the cap area.

The EPA requested information on the Asbestos Surface Impoundment SWMU and other
earlier requested information (see EPA letters identified in General Comment #1) is due within
30 days receipt of this letter. If you have any questions you mhy reach me at (913) 55I-7159 or
at Garrett.David@epa. gov.

Sincerely,

David Garrett
Environmental Scientist
RCRA Corrective Action & Permits Branch
Nr & Waste Management Division

cc Mike Anderson, Glenn Springs Holdings, Inc.
Devin Pollock, KDE-BWM
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Ms. Lisa Thurman
Occidental Chemicals ComPanY

P.O. Box 12283
Wichita, KS 67277

Dear Ms. Thurman:

RE: Occidental Chemicals (OCC) Letter to EPA letter dated December 20,2007.
RCRA ID #KSDOO7482O29

The Environmental Protection Agency (EPA) has reviewed your January 24,2008letter
which is in response to the EPA letter dated, December 06,2007 concerning the asbestos surface

impoundment solid waste management unit (SWMLI).

General Comments:

EPA provided comments and requested information regarding the asbestos surface

impoundment SWMU in EPA letters dated December 06,2007 and August 10,2007.
OCC's response letters continue to omit much of the information that both EPA and

KDHE have previously requested. Examples of additional information that has been

requested and is still missing is a surface impoundment location map or figure which is in
relation to other facility structures, boundary dimensions, depth, thickness of concrete

cap, sampling data to show that delineation has been properly conducted, etc. OCC must

provide this information in the revised Asbestos Surface Impoundment SWMU
document.

Specific Comments:

1 Discovery of Asbestos Surface Impoundment. The closure document indicates that

asbestos was detected during routine maintenance activities; however, no date is provided

for the discovery of the asbestos surface impoundment. The closure document should be

revised to include the date of discovery of the asbestos surface impoundment.
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Investigation of Asbestos Surface Impoundment. The closure document indicates that

three grab samples were collected for asbestos analysis; however, no figure is provided

showing the sample locations. The closure document should be revised to include a

figure showing sample locations.

Investigation of Asbestos Surface Impoundment. The closure document indicates that

Appendix IX monitoring well sampling will be conducted in fall2008. EPA has

requested previously an earlier date for this sampling event. Because the Appendix IX
groundwater sampling event may identify new threats to human health and the

environment, OCC must conduct the Appendix IX groundwater sampling in spring 2008.

Corrective Measures for Containment. The closure document states, "it was

determined that the asbestos was more abundant than previously thought." However, no

information is provided as to when or how this determination was made, and it is unclear

whether the determination occurred before or after asbestos removal was initiated. The

closure document should be revised (1) to indicate when and how the volume of asbestos

in the surface impoundment was determined to be more abundant than previously thought
and (2) to estimate the total volume of asbestos contained in the surface impoundment.

Corrective Measures for Containment. The closure document indicates that, based on
historic photographs and drawings, the asbestos surface impoundment could be much
larger than the concrete cap. No historic photographs or drawings are provided for
reference, and the closure document should be revised to include them. Additionally, the
closure document should be revised to include the dimensions of the asbestos SWMU, as

well as a figure that shows the potential arca of the asbestos SWMU relative to the
concrete cap and nearby structures (tanks, sumps, buildings that are labeled with their i

name and/or number) and paved surfaces.

Maintenance and Control of Corrective Measure. The 4 inches of 4,000-pounds-per-
square-inch concrete reinforced with 50-pounds-per-cubic-yard Novocon 1050 Steel
Fibers may be insufficient to withstand heavy machinery or semi-trailer trucks that may
be in this industrial area. The closure document should be revised to demonstrate that the
strength of the designed pavement is sufficient for the traffic and truck loads passing over
the cap.

Maintenance and Control of Corrective Measure. The concrete cap has been added to
the OCC preventative maintenance inspection progrilm on a biennial schedule. Because

the asbestos surface impoundment could be much larger than the concrete cap, the
inspections should be extended beyond the concrete cap to all paved areas covering the
asbestos surface impoundment. Additionally, because the cap is constructed of concrete
and underlain by materials of unknown perneability, the potential for freezing and
cracking is significant. Inspections should be scheduled annually rather than biennially.

5

6.

7

2



8 Attachment 2: Engineering Drawings. Section 9 on drawing3-l-2-15640 of the

engineering as-built drawings shows a concrete wall that appears to extend above the

elevation of the concrete cap, with the concrete cap sloping toward the wall. Surface

water runoff is directed toward the concrete wall; however, no provisions are shown for

the stormwater that would collect behind the wall. No drainage structures are detailed in
the engineering as-built drawings. The drawings should be modified to address the

locations and sizes of drainage structures throughout the cap area.

The EPA requested information on the Asbestos Surface Impoundment SWMU and other

earlier requested information (see EPA letters identified in General Comment #1) is due within
30 days receipt of this letter. If you have any questions you may reach me at (913) 551-7I59 or

at Garrett.David@epa. gov.

Sincerely

David Garrett
Environmental S cientist
RCRA Corrective Action & Permits Branch
Air & Waste Management Division

cc Mike Anderson
Glenn Springs Holdings, Inc.

Devin Pollock
Kansas Department of Health and Environment
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